Pay limits of new extension

Limits of existing culvert to remain in place

NOTES:

to be made in-kind

Clean, straighten & bend bar

Cut top slab, sidewalls and wingwalls

1. Before removing any existing concrete,
saw around the perimeter of the removal

down into new work

New reinforcement

to this line

4-#16@ 150

New longitudinal reinforcement

#5 @ existi t

g reir

Cut floor to this line
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600

New reinforcement

All existing exposed longitudinal

—

reinforcing and wall bars to remain

in place and project into new work.

LONGITUDINAL SECTION
FOR ALL CULVERTS

New longitudinal reinforcement

areas on the interior and exterior of the
culvert at a depth of 25 mm.

2. New horizontal reinforcement (4 - #16 @ 150)
shouid be anchored in culvert walls with
bar hooks.

Cut floor slab to this line

600

Intersection of outside curb line
and outside face of sidewall

New reinforcement

Existing reinforcement

4-#16 @ 150
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lap w/ new reinforcement

#5 @ existing reinforcement spacing
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4-#16 @ 150
New longitudinal reinforcement

Cut top slab and sidewalls to this line

HORIZONTAL SECTION ABOVE FOOTING
FOR SKEWED CULVERTS

All Dimension are in mm unless otherwise specfied

Existing reinforcement INDIANA DEPARTMENT OF TRANSPORTATION

#5 @ existing reinforcement spacing

HORIZONTAL SECTION ABOVE FOOTING

FOR SQUARE CULVERTS

to remain in place

EXTENSION IN-KIND
FOR BOX CULVERT
MARCH 2004
STANDARD DRAWING NO. 714-BCEX-02

D
! iy,

S v
SN %,
S X

2 | zs/ Richord L.vancieave 30104
- H DESIGN STANDARDS ENGINEER DATE
@z
NS )
“, S L \@ Q) /s/ Richard K.Smutzer 3-01-04
7y JONAL O CHIEF HIGHWAY ENGINEER DATE

’ S
I

DESIGN STANDARDS ENGINEER




	BACK

